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CVR No.: 42 16 59 13 

SAN Immersion Heaters
for water heating etc.

Type BL, BV, B

Application:
The SAN immersion heaters are ordered by stating one or more part nos. The first part no. is always the immer-
sion heater without terminal box and control. The second part no. states the type of terminal box, and the third part 
no. states the required control. Finally, the correct mounting kit should be stated.
For heating of water we recommend the below types BL, BV and B, which are constructed from tubular copper 
heating elements in a nickled version.
Please note: Type BL is with galvan ized sheet iron terminal box.

BL 1” WRG  230V		  8W/cm2				   with thermo well*
Type Power kW Immersion 

length mm
Part no.

BL  5 0.5 150 84150

BL 10 1.0 250 84151

BL 15 1.5 400 84152

BL 20 2.0 650 84153

* for thermostat 31919
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SAN Immersion Heaters
for water heating etc.

Type BL, BV, B

BV 1½ WRG  3x230/400V	 8W/cm2				   with thermo well
Type Power kW Immersion 

length mm
Part no.

BV 20 2.0 275 84201

BV 30 3.0 275 84202

BV 45 4.5 400 84203

BV 60 6.0 500 84204

BV 75 7.5 650 84205

BV 90 9.0 750 84206

BV 120* 12.0 1000 84207

* only for 3x400V

B 2” WRG  3x230/400V	 8W/cm2				   with thermo well
Type Power kW Immersion 

length mm
Part no.

B 20 2.0 275 84208

B 30 3.0 275 84209

B 45 4.5 400 84210

B 60 6.0 500 84211

B 75 7.5 650 84212

B 90 9.0 750 84213

B 120* 12.0 1000 84214

B 150** 15.0 1000 84215

* only for 3x400V ** 10W/cm2


